8dB Directional Coupler
4.3-10 Female, 698-2700MHz

Interconnect Solutions RFDC-8DBC-43F

Low PIM

Low VSWR

Other

COI‘I'!IgUfCIi‘IOI‘IS GENERAL SPECIFICATIONS

Avdilable DEVICE TYPE o iieiiee it cete ettt e e e e e snnree e e s Directional Coupler
[ g1 =Y o 1o YRR 4.3-10 Female
1070 ] o] PP PPPPPPRPRRORPIN Black

50 Ohms DiMENSIONS..uiiiiiiiiiiiiic e 6.43" L x 3.30" W x 1.40" H

Impedunce 12 ] T3 = 0 [T (U T [T Yes
L1721 T o S 1.25 lbs

RoHS Compliuni ELECTRICAL SPECIFICATIONS
Operation Frequency Band.........ccceeeiiiiiiin i 698-2700 MHz
3rd Intermodulation .........ccevvevieiciiee e <-155 dBc (relative to carrier)

IP 67 Rated 3rd Intermodulation Test Method.........ccccceevieieieecicseececeenee, Two +43 dBm carriers
AVEIage POWET ...cviiiiiii ittt 300Watt
[[aaY o1=Te F- 1o Yo] PR 50Q
(020U o] 1T o PP PRPR 8dB
(070 18] o] [1aTe [l [ ] 1=T =1 o Lo SRR +0.8dB
[T T=T=1 0 o) o T Mo 11T <1.1dB@698-2700 MHz
£ o] F=1 110 IO >28dB@698-2700 MHz
PEAK POWET .ttt e e e e e e e e e e e e e e s aananpnreeees 1.3Kw
VSWVR ettt ettt ettt e e e et e e e e e e s e e e e s e s aaa s e e e s esanseeeeeeaanbeeeeeaaateeeeeanaareeeeeanrreeean <1.25

MECHANICAL SPECIFICATIONS
INNEr Contact Plating........ccuuiiiiiiiiiiei i sna e e e sanes Silver
(O 105 o ] P14 [V SRR White Bronze (Tri-Metal)
ENVIRONMENTAL SPECIFICATIONS
YN o] o] o= £ e o RSP Indoor/Outdoor
Operating Temperature.........cocccccvviiiiiieeeeeieeee e -30°C~+55°C; -22°F~+131°F
Relative HUMIITY ....oeeiiieiiee e Up to 95%
Regulatory Compliance / CertificationS........ccceviieiivieiiiesiieee e RoHS / IP67
6.43 [1634)
469 [119.01 |=1.30 [33.01~{
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