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ZONE REV/ DESCRIPTION DATE BY
- A ECO 23243 06.07.10 | DKN
.875
D (.575) 300
Fpoxy Captivated
2X SMA Female
Interface Per H.O92 PANEL THICKNESS
Mil—=Std—348 E R M E
S — ) :
B —4{ 9/32 IN.
1/4-36 UNS—2A THD - _)
C
Locknut (.312 Hex) 235
2312 HEX Internal Tooth Insulating Sleeve
Lockwasher
Insulating Washer
RECOMMENDED
MOUNTING HOLE
—»| Note(s):
1. Locknut, Lockwasher, Insulating Sleeve & Insulating Washer
are packaged and shipped unassembled.
MATERIAL: ELECTRICAL: MECHANICAL: ENVIRONMENTAL:
Body & Locknut: Impedance: 50 Ohms nominal. Mating Characteristics: Temperature Range: —65°C to +125°C.
303 sst per ASTM A—582. Freqancy Range: DC to 18.0 GHz. Interface per Mil=Std—348. Thermal Shock:
B Center Conductor: VSWR{ 1.10 + 008 x f(GHz). Force To Emgtdge & Disengage: Mil—Std—202, Method 107, Test Cond. B.
BeCu alloy per ASTM B—196. Insertion Loss: .06VF (GHz). Torque: 2 inch—pounds max. Moisture Resistance:
Internal Tooth Lockwasher: Working Voltage: 335 Vrms max @ sea level Longitudinal Force: NA. Mi—Std—202, Method 106, Insulation resistance
410 sst per ASTM A 240 or Dielectric Withstanding Voltage: 1,000 Vrms min. Center Contact Retention: at least 200 MegOhms within 5 minutes
NAS M35333—135. R.F. HiPot Voltage: 670 Vrms min @ 5MHz. Axial Force: 6 pounds min. ofter removal from humidity.
Dielectric: Corona Level: 250 Vrms @ 70,000 ft. Connector Durability: Corrosion:
PTFE per ASTM D—-1710. Insulation Resistance: 5,000 MegOhms min. 500 cycles min @ 12 cycles/minute max. Mil—Std—202, Method 101, Test Cond. B.
Insulation Washer & Insutation Sleeve: | R-F- Leakager —90 (fGHz) max. Permeability: Less than 2.0 mu. Vibration:
Delrin® 150 SA White Acetal Contact Resistance: Center Contact Captivation: Mil—Std—202, Method 204, Test Cond. D.
£ Initial: Axial Force: 6 pounds min. Shock:
poxy: Center Contact: 6.0 Milliohm max. Radial Torque; 4 inch—ounces min. Mil=Std—202. Method 213. Test Cond. |
Sigma Vary Flex Type HV. Outer Contact: 2.0 Milliohm max. ’ ’ o
After Environment:
Center Contact: 8.0 Milliohm max.
Outer Contact: NA.
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