THIS DRAWING IS UNPUBLISHED. RELEASED FOR PUBLICATION

T Loc DIsT REVISIONS
© COPYRIGHT — BY TYCO ELECTRONICS CORPORATION. ALL INTERNATIONAL “RIGHTS RESERVED. FT 47 P LTR DESCRIPTION DATE DWN APVD
F1 | REVISED PER ECO—09-001556 02FEB09 HMR]| GS
SPRING,
- +0.025 PIN BODY, STAINLESS STEEL
1.588_5 g5q PlA SEE TABLE S/
+.0010
§O625 —.oozo}
! a2 é [ Re T\
f \ %—g/ —— L+0.13
2_0.25 " — 2187920 vp
+.00 —0.13
{1 15 5§ + .01
9.91 MIN —-01Q 086 _ 0o
[.390]
27.10 £0.51 - 0.38 MAX
[1.067£.020] [.0O15] SECTION A—A
CUT—OFF
A=t
BT
. = =
- — +0.25
p— J v oo — 2.08 VP
L 09558 O —0.13
& —— — pu— +.01
J 082 714
MATING |
“ND 2.87 MAX S ,
[.113] DIA A =t AN |
1.65 MIN— -
[.065] SECTION B—B
TYP
- 20.24 +0.25 ~
[.797£.010]
& 0.76um [.000030] MIN GOLD PER MIL—G—45204 ON MATING END FOR A LENGTH OF 5.08 [.200]
MIN WITH GOLD FLASH ON THE REMAINDER, OVER 1.27um [.000050] MIN NICKEL PER QQ—N—-290.
SMALL PACK A BRASS 2-66102—5 1-66103—9
A 0.76um [.000030] MIN GOLD PER MIL—G—45204 IN MATING END FOR A LENGTH OF 5.08 [.200] MIN STANDARD /C\N BRASS 2_66102—5 1—-66103—8
WITH A UNIFORM GRADIENT TO 0.25 um [.000010] MIN GOLD PER MIL—G—45204 ON THE SMALL PACK 1 SRASS 66100—_4 1 _66103—7
REMAINDER, OVER 1.27um [.000050] MIN NICKEL PER QQ—N-290. SMALL PACK ; SRAGS 56100—3 T_66103-6
A 0.38um [.000015] MIN GOLD PER MIL—G-45204 ON MATING END FOR A LENGTH OF 5.08 [.200] MIN SMALL PACK 6 BRASS 66102-2 1-66105=-5
WITH GOLD FLASH ON THE REMAINDER OVER 1.27um [.000050] MIN NICKEL PER QQ—N-—290. SMALL PACK 2 BRASS 66102—1 1-66105—4
é OBSOLETE STANDARD 9 BRASS 2-66102—3 1-66103—3
GOLD PLATING NOT REQUIRED IN" THIS AREA. OBSOLETE STANDARD 1 PHOSPHOR BRONZE 2-66102—2 1-66103—2
A 1 27um [.000050] MIN GOLD PER MIL—G—45204 ON MATING END FOR A LENGTH OF 5.08 [.200] MiN L[OBSOLETE > [ANDARD e PHOSPHOR BRONZE 2661021 1—66105—]
WITH GOLD FLASH ON THE REMAINDER OVER 1.90um [.000075] MIN NICKEL PER QQ—N—290. STANDARD 1 BRASS 66102—4 66105—4
STANDARD 5 BRASS 661023 66103—3
A 1.27 wm [.000050] MIN TIN—LEAD PER MIL—T—10727 OVER STANDARD 5 BRASS 661022 66103—2
1.27 wm [.000050] MIN NICKEL PER QQ—N—290. STANDARD A BRASS 66102—1 66103—1
7 WIRE RANGE 24-20 AWG. PACKAGING TYPE |09 | BODY MATERIAL STRIE P /N PART NO
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8  INSULATION RANGE 1.02[.040]—2.03[.080] DIA. R C ypo OO omics  Horisbura, PA 171053608
/3\ 038 um [.000075] MIN GOLD PER MIL—G—45204 ON WATING END FOR A LENGTH OF 5.08 [.200] M, ok SRS G srenaner T ™ PIN ASSEMBLY,
1.27um [.000050] MIN TIN—LEAD PER MIL—T—10727 FOR A LENGTH OF 5.69 [.224] MIN ON OPPOSITE Tec il B LOOSE PIECE, TYPE I+
END, BOTH OVER 1.27um [.000050] MIN NICKEL PER QQ—N—290 ON ENTIRE CONTACT. @gggg Al oo
4 PLC + SIZE CAGE CODE | DRAWING NO RESTRICTED TO
1.27um [.000050] MIN TIN PER MIL—T—10727 OVER Fiion i B A2100779/(C=66103 —
127Mm [OOOO50] MIN NICKEL PER QQ—N—-290. SEE CALLOUTS SEE CALLOUTS CUSTOMER DRAWING SCALE -1 SHEET 1 o 1 REV =
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